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HATAR
i DOUBLE SKIN WALL PANEL

Moisture and high temperature are arguably the most L& agiull ag il o dglac 8V GAolell Lo aodijall 6l allg dughs I ol
aggressive of environmental conditions. The double skin alli Jio ain cilaiioll i8] Joaig Jobl joc 29 joll 6 jioll aioiug Ac i

feature will give the products a longer lifeline and Bl 51 PRy e 2y £ o (Tt el & Ao 1
. . . . aljleg adqunog aidloo ailanm | Oljanll 2ilg) gimi dun . ag il
endurance against these conditions. Double skin sandwich J\C9 ACo1=09 ailan o asgajoll olasl gl =

wall panels are made from pre-painted galvanized sheets : e;LanJlguMgdlu\lcmgnoJIga:.g;}ojl aélgj'".-"ﬁgfg U‘J'L”"9‘JI°9°JJ
and insulated with polyurethane foam. Polyurethane aSlow 209 .awanill Alalisl JAJ alolS Jgla )5 jllg angajollg dys all
sandwich panels, single and double skin sheets and trims wiliall awlio oaa a6 5 joll Yljasll allan Yla o 100 wll Ao 35 u 29l il
offers complete solutions for all cladding needs. With aginoll aflamll oaa jagiig ol Hloundig axVgall wiliollg lgiVl &ila
thickness's ranging from 35 mm to 100 mm these décor wall 2010097550 35 20 lSlows 4 Gulilgyl cnle

panels are suitable for portal cabins, steel buildings, room
partitioning. These are available in 4 PU thicknesses 20, 35,
50, 75 and 100mm.

Uses: These sheetfs can be successfully applied to cold leagimellg ajll gy jaill né alaiy ailanl oam Juki vSoy wadlooiwdl
storage, warehouses, residential villas, houses, covered bl Slegaolly adlagll yalgalg Jjliollg aisull Jlallg
pools and sports complexes.

List of features includes: oy o Ll joll 40318 Jous
O Thermal insulation Shimdie O
O Dimensional tolerances ainey Joni Jolge O
O Ageing and long-term behavior a0l aliging 6 jomo ayals O
O Fire performance Suall pglao clal ©
O Water and air tightness cloanllg cloll yilil aglao alSa] ©
O Weight and space saving aslusllg ojoll o pagi O
O Easy cleaning and decoration JoSuall adlong Jaaw dunii ©
O Low maintenance and long life a0 Jo0g AndAio dilin ©
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[JATAR DOUBLE SKIN WALL PANELS

TECHNIGAL DATA SHEET
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1000 mm > 7

X -50mm/70mm/100mm

GENERAL DETAILS

Thickness of RPUF Insulation (mm)

50/70/100 mm

Effective Width of the Panel (mm)

1000 mm

Length Range (mm) 200 mm fo

12000 mm

COATING

Top Coat 5 Micron Primer and 20 to 25 Micron of Top Polyester coat

Back Coat 5 to 10 Micron of service coat

Zinc Coating 90 to 120 grams per sgm

PHYSICAL AND MECHANICAL PROPERTIES COLOR SHADES

Density 38 +/- 2 Kg per Cubic Mtr White, Off White
Closed cell content 901095 % Beige, Green
Thermal conductivity 0.02 W/m-K Light Green
Dimensional stability (48 Hrs) Dark Green
Deg-25 0.01% Yellow.Red

Deg + 38 & 90 % RH 0.01% Light Pink.Dark Pink
Deg + 100 0.04% Blue, Dark Blue
Water absorption (24 hrs) 0.02% of Volume @ 100 % RH Marble & Wooden
Fire resistance Self Extinguishing

CORROSION RESISTANCE DIMENSIONAL TOLERANCE

Salt spray - 5 % NaCl 500 Hrs Good Thikness (mm) 2mm
Humidity 1000 Hrs Good Width (mm) 2mm
Acid resistance - 5 % HCL 24 Hrs Good Length (mm) S5mm
Alkaliresistance - 5 % NaOH 24 Hrs Good
Boiling Water 1 Hrs Good
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